
PUCK RECESSED

V
iv
ie
n
d
a
 O
a
si
s,
 M
a
d
ri
d
 (
S
p
a
in
) 
| 
D
e
si
g
n
: 
B
so
d
_
ra
u
m
 |
 P
h
o
to
g
ra
p
h
y:
 J
a
vi
e
r 
B
ra
vo
 ·
 F
o
to
g
ra
fí
a

PUCK_244EXTENDED FAMILY



COLOUR » 368

079CEILING RECESSED

NTWT RAL 9016 RAL 9005 MATERIAL AL OPTICAL GLASS

PUCK M RECESSED

Ø 80
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PUCK S RECESSED

Ø 65
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PUCK L RECESSED

Ø 95

3
6

1
3

M
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. 
4
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A313-00-  -1-  | WT | NT |

A313-00-  -0-  | WT | NT |

A313-00-  -2-  | WT | NT |

PUCK S Recessed

5 W

5 W

5 W

P

3000 K

2700 K

4000 K

CCT

700 Lm

670 Lm

710 Lm

Flux

150 mA

150 mA

150 mA

I

80 %

80 %

80 %

LOR

42ºINCLMacAdam 
Step 2

UGR < 19

+

IP 20V
240
220

Ø 59OPTIONS*

CRI>90
L80B10 
> 60.000 h

A313-10-  -1-  | WT | NT |

A313-10-  -0-  | WT | NT |

A313-10-  -2-  | WT | NT |

PUCK M Recessed

9 W

9 W

9 W

P

3000 K

2700 K

4000 K

CCT

1080 Lm

1040 Lm

1100 Lm

Flux

500 mA

500 mA

500 mA

I

80 %

80 %

80 %

LOR

45ºINCLMacAdam 
Step 2

UGR < 19

+

IP 20V
240
220

Ø 73OPTIONS*

CRI>90
L80B10 
> 60.000 h

A313-20-  -1-  | WT | NT |

A313-20-  -0-  | WT | NT |

A313-20-  -2-  | WT | NT |

PUCK L Recessed

12 W

12 W

12 W

P

3000 K

2700 K

4000 K

CCT

1610 Lm

1550 Lm

1640 Lm

Flux

350 mA

350 mA

350 mA

I

82 %

82 %

82 %

LOR

47ºINCLMacAdam 
Step 2

UGR < 19

+

IP 20V
240
220

Ø 86OPTIONS*

CRI>90
L80B10 
> 60.000 h

No DIM

DIM DALI | Push

1

2

*OPTIONS

* OTHER DIM OPTIONS & IP54 PLEASE CONSULT

CONNEC

CONNEC

CONNEC

» PLEASE CONSULT&


